


ANDES-SL10k Li-ion

Nominal 51.2V model - Compatible 
with most low voltage 48V devices

Overcharge / Discharge Detection
and safety disconection function 

Fast failure recovery (60 seconds)

High durability 10kWh Battery set

Flexible and modular design
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Product Model ANDES-SL 10K / GE48200RH
Warranty     5 Years 

Electrical         Rate voltage(Vdc) 51,2
Rate capacity(AH) 200-230
Energy storage(KWH) ≥10.24
Cycle life ≥2400 cycles to 85% DOD @ 0.5C 
Monthly self discharge ≤2%

Standard Charge Charge voltage 54
Charge current(A) 100
Max. Charge current(A) 100
Charge cut-o� voltage(VDC) 56,8

Standard Discharge Contiunous current(A) 0.3C
Max.Contiune Discharge current(A) 100A
Discharge cut-o� voltage(VDC) 44,8

Environmental Charge temperature 0 ℃ to 50 ℃ (32F to 113F) @60±20% Relative Humidity
Discharge temperature -20 ℃ to 55 ℃ (-4F to 140F) @60±20% Relative Humidity
Storage temperature "-10～+45℃@60±20% Relative Humidity
IP class IP20

Mechanical Material system LiFePO4
Case material Steel
Pack Dimensions W x H x D(cm) 43x30x54,5
Package Dimension W x H x D(cm) 48x35x67
Net Weight(kg) 115
Across Weight(kg) 120
Terminal M8
Protocol CANBus/RS485/RS232
SOC LED/LCD

ANDES-SL 10K Li-ion / LiFePO4 Pack Speci�cation


